


P381 In case of leakage, eliminate all ignition sources.

Storage



5.3. Advice for firefighters
Self-contained breathing apparatus and full protective clothing must be worn in case of fire.



SECTION 8: Exposure controls/personal protection

8.1. Control parameters

Occupational exposure limits

Ireland. Occupational Exposure Limits
ValueMaterial Type

STEL 1000 ppmButane (CAS 106-97-8)

No biological exposure limits noted for the ingredient(s).





Based on available data, the classification criteria are not met.Germ cell mutagenicity

Carcinogenicit



B/DTunnel restriction code
Not applicable.14.4. Packing group
No.14.5. Environmental hazards
Read safety instructions, SDS and emergency procedures before handling.14.6. Special precautions

for user
RID

UN101114.1. UN number
BUTANE14.2. UN proper shipping

name

2Class

14.3. Transport hazard class(es)

-Subsidiary risk
2.1 (+13)Label(s)
Not applicable.14.4. Packing group
No.14.5. Environmental hazards
Read safety instructions, SDS and emergency procedures before handling.14.6. Special precautions

for user
ADN

UN101114.1. UN number
BUTANE14.2. UN proper shipping

name

2Class

14.3. Transport hazard class(es)

-Subsidiary risk
2.1Label(s)
Not applicable.14.4. Packing group
No.14.5. Environmental hazards
Read safety instructions, SDS and emergency procedures before handling.14.6. Special precautions

for user
IATA

UN101114.1. UN number
Butane14.2. UN proper shipping

name

2.1Class

14.3. Transport hazard class(es)

-Subsidiary risk
Not applicable.14.4. Packing group
No.14.5. Environmental hazards
10LERG Code
Read safety instructions, SDS and emergency procedures before handling.14.6. Special precautions

for user
IMDG

UN101114.1. UN number
BUTANE14.2. UN proper shipping

name

2.1Class

14.3. Transport hazard class(es)

-Subsidiary risk
Not applicable.14.4. Packing group

No.Marine pollutant

14.5. Environmental hazards

F-D, S-UEmS
Read safety instructions, SDS and emergency procedures before handling.14.6. Special precautions

for user
This product is a compressed or liquefied gas and when transported in bulk is covered under IGC
code.

14.7. Maritime transport in bulk
according to IMO instruments

Shipping descriptions in this section are offered as examples only. Classification for transport must
accurately reflect the material hazards as designated under a variety of regulations and is solely
the responsibility of the person offering the material for transport into commerce.





H220 Extremely flammable gas.

Full text of any statements,
which are not written out in full
under sections 2 to 15

H280 Contains gas under pressureu ay explode if hetatd.,

ollow trtaiingt istruectionswhtenhandlingtthisu aterials.

SDS) wgasobntaied from sources believed  tobe relimabl,


