


H304 May be fatal if swallowed and enters airways.
H315 Causes skin irritation.
H336 May cause drowsiness or dizziness.
H411 Toxic to aquatic life with long lasting effects.

Precautionary statements

Prevention

P210 Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No smoking.
P261 Avoid breathing mist/vapours.
P273 Avoid release to the environment.
P280



5.1. Extinguishing media
Water fog. Foam. Dry chemical powder. Carbon dioxide (CO2).Suitable extinguishing

media

Do not use water jet as an extinguisher, as this will spread the fire.Unsuitable extinguishing
media

Vapours may form explosive mixtures with air. Vapours may travel considerable distance to a
source of ignition and flash back. During fire, gases hazardous to health may be formed.

5.2. Special hazards arising
from the substance or mixture

5.3. Advice for firefighters
Self-contained breathing apparatus and full protective clothing must be worn in case of fire.Special protective

equipment for firefighters

In case of fire and/or explosion do not breathe fumes. Move containers from fire area if you can do
so without risk.

Special fire fighting
procedures

Use standard firefighting procedures and consider the hazards of other involved materials.Specific methods

SECTION 6: Accidental release measures

6.1. Personal precautions, protective equipment and emergency procedures
Avoid breathing mist/vapours. Do not touch damaged containers or spilled material unless wearing



Derived no effect levels (DNELs)

General population



Vapour pressure 0.06 kPa (20 °C (68 °F))







KEROSENE14.2. UN proper shipping
name

3Class
14.3. Transport hazard class(es)

-Subsidiary risk
3Label(s)
III14.4. Packing group

YesMarine pollutant
14.5. Environmental hazards

F-E, S-EEmS
Read safety instructions, SDS and emergency procedures before handling.




