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SECTION 1HR.r0iaaicatsionof the substance/mixture andnof the company/undertaking-

Index number)-



Hazard pictograms

Signal word Danger

Hazard statements

H224 Extremely flammable liquid and vapour.
H304 May be fatal if swallowed and enters airways.
H315 Causes skin irritation.
H336 May cause drowsiness or dizziness.
H340 May cause genetic defects.
H350 May cause cancer.
H361fd Suspected of damaging fertility. Suspected of damaging the unborn child.
H411 Toxic to aquatic life with long lasting effects.

Precautionary statements

Prevention

P201 Obtain special instructions before use.
P210 Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No smoking.
P273





SECTION 7: Handling and storage
Before entering storage tanks and commencing any operation in a confined area check the



Explosion-proof general and local exhaust ventilation. Good general ventilation should be used.
Ventilation rates should be matched to conditions. If applicable, use process enclosures, local
exhaust ventilation, or other engineering controls to maintain airborne levels below recommended
exposure limits. If exposure limits have not been established, maintain airborne levels to an
acceptable level. Provide eyewash station and safety shower.

Appropriate engineering
controls

Individual protection measures, such as personal protective equipment
Use personal protective equipment as required. Personal protection equipment should be chosen
according to the CEN standards and in discussion with the supplier of the personal protective
equipment.

General information

Chemical respirator with organic vapour cartridge and full facepiece. Eye protection should meet
standard EN 166.

Eye/face protection

Skin protection

Wear suitable gloves tested to EN374. In full contact: Glove material: Nitrile rubber. Layer
thickness: 0.225 mm. Breakthrough time: >480 min. Splash contact: Glove material: Neoprene;e material: Nitrile rubber. LayerGeneral informat- Hce. T4 1 Tf
14 -1.5067 TD
(Wear cal respiraoves aeering)Tj
0cor with orgi



9.2.2. Other safety characteristics

Viscosity < 7 mm²/s (40°C)



Other information May be absorbed through the skin.

SECTION 12: Ecological information

12.1. Toxicity Toxic to aquatic life with long lasting effects. Based on available data, the classification criteria are
not met for hazardous to the aquatic environment, acute hazard.

Expected to be inherently biodegradable.12.2. Persistence and
degradability

The product is not bioaccumulating.12.3. Bioaccumulative potential

Partition coefficient
n-octanol/water (log Kow)








