1. Identification
Product identifier

Other means of identification
SDS number
Synonyms
Recommended use
Recommended restrictions

SAFETY DATA SHEET

Medium and Heavy Pale Oil

505

2000 Pale, 24000 Pale
Blending, lubricant

No other uses are advised.

Manufacturer/Importer/Supplier/Distributor information

Manufacturer/Supplier

General Assistance

E-Mail

Contact Person
Emergency Telephone

2. Hazard(s) identification
Physical hazards
Health hazards
OSHA defined hazards
Label elements
Hazard symbol
Signal word
Hazard statement

Precautionary statement
Prevention

Response
Storage
Disposal

Hazard(s) not otherwise
classified (HNOC)

Supplemental information

Valero Marketing & Supply Company and Affiliates
One Valero Way

San Antonio, TX 78269-6000

210-345-4593

CorpHSE@valero.com

Industrial Hygienist

24 Hour Emergency 866-565-5220
1-800-424-9300 (CHEMTREC USA)

Not classified.
Not classified.

Not classified.

None.
None.
The product does not meet the criteria for classification.

Observe good industrial hygiene practices.
Wash hands after handling.
Store away from incompatible materials.

Dispose of contents/container in accordance with local/regional/national/international regulations.
None known.

None.

3. Composition/information on ingredients

Substances
Chemical name CAS number %
Distillates (petroleum), hydrotreated 64742-52-5 100

heavy naphthenic

4. First-aid measures

Inhalation
Skin contact

Eye contact

If symptomatic, move to fresh air. Get medical attention if symptoms persist.

Remove contaminated clothing and shoes. Wash off immediately with soap and plenty of water.
Get medical attention if irritation develops and persists. Wash clothing separately before reuse.
Destroy or thoroughly clean contaminated shoes.

Immediately flush eyes with plenty of water for at least 15 minutes. Remove contact lenses, if
present and easy to do. Continue rinsing. Get medical attention if symptoms occur.
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Explosive properties Not explosive.

Kinematic viscosity 220 - 4200 cSt
Kinematic viscosity > 104 °F (> 40 °C)
temperature

Oxidizing properties Not oxidizing.

10. Stability and reactivity

Reactivity The product is stable and non-reactive under normal conditions of use, storage and transport.



Aspiration hazard



Other federal regulations
Clean Air Act (I8) Secatio 112 Hazardousn AirPollutantst HAPS) Lists



The information in this Safety Data Sheet (SDS) was obtained from sources believed to be reliable



