
SAFETY DATA SHEET

SECTION 1: Identification of the substance/mixture and of the company/undertaking

1.1. Product identifier

Trade name or designation
of the mixture

Pipeline Interface

-Registration number

None.Synonyms

2040SDS number

26-April-2023Issue date

01Version number

-Revision date

-Supersedes date

1.2. Relevant identified uses of the substance or mixture and uses advised against
Distribution of a substance. Formulation and repackaging of substances and mixtures.
Manufacture of substance. Use as fuel. Use as an intermediate.

Identified uses



H411 - Toxic to aquatic life with
long lasting effects.

Category 2Hazardous to the aquatic environment,
long-term aquatic hazard

Environmental hazards

2.2. Label elements

Label according to Regulation (EC) No. 1272/2008 as amende TD
(p,)2.3467 Coonmins:zard



NotesIndex No.REACH Registration No.CAS-No.  / EC No.%Chemical name

Classification:

601-020-00-8Benzene #-71-43-2
200-753-7

0.1 - 1.0



Use standard firefighting procedures and consider the hazards of other involved materials.



Store locked up. Keep away from heat, sparks and open flame. Prevent electrostatic charge
build-up by using common bonding and grounding techniques. Eliminate sources of ignition. Avoid
spark promoters. Ground/bond container and equipment. These alone may be insufficient to
remove static electricity. Store in a cool, dry place out of direct sunlight. Store in tightly closed
container. Store in a well-ventilated place. Keep in an area equipped with sprinklers. Store away
from incompatible materials (see section 10 of the SDS).

Directive 2012/18/EU on major accident hazards involving dangerous substances, as amended

ANNEX 1, PART 1 Categories of dangerous substances
Hazard categories in accordance with Regulation (EC) No 1272/2008
- P5a FLAMMABLE LIQUIDS (Lower-tier requirements = 10 tonnes; Upper-tier requirements = 50
tonnes)
- E2 Hazardous to the Aquatic Environment Chronic (Lower-tier requirements = 200 tonnes;
Upper-tier requirements = 500 tonnes)







Components Test ResultsSpecies

Fuels, diesel (CAS 68334-30-5)

Aquatic

Acute
ErL50Algae 22 mg/lAlgae

EL50Crustacea 68 mg/lDaphnia

LL50Fish 21 mg/lFish

Kerosine, (petroleum) hydrosulfurized (CAS 64742-81-0)

Aquatic

Acute
EL50Crustacea 1.4 mg/l, 48 hoursDaphnia

LL50Fish > 2 - < 5 mg/l, 96 hoursFreshwater fish

Chronic
NOELFish 0.098 mg/lFreshwater fish

  No data is available on the degradability of any ingredients in the mixture.      12.2. Persistence and
degradability

       12.3. Bioaccumulative potential

Partition coefficient
n-octanol/water (log Kow)

Benzene (CAS 71-43-2) 2.13

Bioconcentration factor (BCF) Not available.

No data available.12.4. Mobility in soil

This mixture does not contain substances assessed to be vPvB / PBT according to Regulation
(EC) No 1907/2006, Annex XIII.

12.5. Results of PBT and vPvB
assessment

12.6. Other adverse effects No data available.

SECTION 13: Disposal considerations







H224 Extremely flammable liquid and vapour.

Full text of any statements,
which are not written out in full
under sections 2 to 15

H225 Highly flammable liquid and vapour.
H226 Flammable liquid and vapour.
H304 May be fatal if swallowed and enters airways.
H315 Causes skin irritation.
H319 Causes serious eye irritation.
H332 Harmful if inhaled.
H336 May cause drowsiness or dizziness.
H340 May cause genetic defects.
H350 May cause cancer.
H351 Suspected of causing cancer.
H361 Suspected of damaging fertility or the unborn child.
H372 Causes damage to organs through prolonged or repeated exposure.
H373 May cause damage to organs through prolonged or repeated exposure.
H411 Toxic to aquatic life with long lasting effects.


