
SAFETY DATA SHEET

1. Identification



Precautionary statement

Prevention Obtain special instructions before use. Do not handle until all safety precautions have been read
and understood. Keep away from heat/sparks/open flames/hot surfaces. - No smoking. Keep
container tightly closed. Ground/bond container and receiving equipment. Use explosion-proof
electrical/ventilating/lighting equipment. Use only non-sparking tools. Take precautionary



Do not use water jet as an extinguisher, as this will spread the fire.Unsuitable extinguishing
media

Vapors may form explosive mixtures with air. Vapors may travel considerable distance to a source
of ignition and flash back. This product is a poor conductor of electricity and can become
electrostatically charged. If sufficient charge is accumulated, ignition of flammable mixtures can
occur. To reduce potential for static discharge, use proper bonding and grounding procedures.
This liquid may accumulate static electricity when filling properly grounded containers. Static
electricity accumulation may be significantly increased by the presence of small quantities of water
or other contaminants. Material will float and may ignite on surface of water. During fire, gases
hazardous to health may be formed.

Specific hazards arising from
the chemical

Self-contained breathing apparatus and full protective clothing must be worn in case of fire.Special protective equipment
and precautions for firefighters

In case of fire and/or explosion do not breathe fumes. Move containers from fire area if you can do
so without risk.

Fire fighting
equipment/instructions

Use standard firefighting procedures and consider the hazards of other involved materials.Specific methods

Extremely flammable liquid and vapor.General fire hazardselectj
/Tist risk.



7. Handling and storage
Obtain special instructions before use. Do not handle until all safety precautions have been read
and understood. Do not handle, store or open near an open flame, sources of heat or sources of



US. NIOSH: Pocket Guide to Chemical Hazards
ValueComponents Type

STEL 1 ppmBenzene (CAS 71-43-2)

TWA 0.1 ppm

TWA 1900 mg/m3Ethanol (CAS 64-17-5)

1000 ppm

TWA 180 mg/m3n-Hexane (CAS 110-54-3)

50 ppm

Biological limit values

ACGIH
ValueComponents Determinant Specimen Sampling Time

500 µg/g t,t-Muconic
acid

Creatinine in
urine

*Benzene (CAS 71-43-2)

ACGIH Biological Exposure Indices
ValueComponents Determinant Specimen Sampling Time

25 µg/g S-Phenylmerca
pturic acid

Creatinine in
urine

*Benzene (CAS 71-43-2)

0.5 mg/l 2,5-Hexanedio
ne, without
hydrolysis

Urine *n-Hexane (CAS 110-54-3)

* - For sampling details, please see the source document.

Exposure guidelines

US - California OELs: Skin designation

Benzene (CAS 71-43-2) Can be absorbed through the skin.
n-Hexane (CAS 110-54-3) Can be absorbed through the skin.

US ACGIH Threshold Limit Values: Skin designation

Benzene (CAS 71-43-2) Danger of cutaneous absorption
n-Hexane (CAS 110-54-3) Danger of cutaneous absorption

Explosion-proof general and local exhaust ventilation. Good general ventilation should be used.



Characteristic Gasoline Odor (Strong).Odor

Odor threshold





Components Test ResultsSpecies

Ethanol (CAS 64-17-5)

Aquatic

Acute
LC50Crustacea 5012 mg/l, 48 hoursCeriodaphnia dubia

454 mg/l, 11 daysDaphnia magna

LC50Fish cutQ
BT
/T9 7182Tj
-7.5867 -1.7ChronD
(Aqucute)Tj
/TT50LC50Crustacea
4540mg/l, 11 days



GasolineUN proper shipping name

3Class
Transport hazard class(es)

-Subsidiary risk
IIPacking group
YesEnvironmental hazards
3HERG Code
Read safety instructions, SDS and emergency procedures before handling.Special precautions for user

IMDG
UN1203UN number
GASOLINEUN proper shipping name

3Class
Transport hazard class(es)

-Subsidiary risk
IIPacking group

YesMarine pollutant
Environmental hazards

F-E, S-EEmS
Read safety instructions, SDS and emergency procedures before handling.Special precautions for user
Not established.Transport in bulk according to

Annex II of MARPOL 73/78 and
the IBC Code



Flammable (gases, aerosols, liquids, or solids)
Skin corrosion or irritation
Serious eye damage or eye irritation
Germ cell mutagenicity
Carcinogenicity
Reproductive toxicity
Specific target organ toxicity (single or repeated exposure)
Aspiration hazard
Hazard not otherwise classified (HNOC)

Classified hazard
categories

SARA 313 (TRI reporting)
Chemical name % by wt.CAS number

Benzene �� 571-43-2
n-Hexane �� 3110-54-3

Other federal regulations

Clean Air Act (CAA) Section 112 Hazardous Air Pollutants (HAPs) List

Benzene (CAS 71-43-2)
n-Hexane (CAS 110-54-3)

Clean Air Act (CAA) Section 112(r) Accidental Release Prevention (40 CFR 68.130)

Not regulated.

Contains component(s) regulated under the Safe DrirPb WulaAir A.)Aspirory Health andhe SacitSkir th
(Fve oManufacturrPb Workplace))Tj
/TT4 1 Tf
2 -1.4933 T[(Ethanolne (CA64-17-530-13883.8(Low p iegocier)]TJ
/TT2 1 Tf667 -1.6 TDUS sluteal regulations)Tj
2 -1.5333 TDUS.oMassachusetantRTK -tSubslutce) List

Benzene (CAS 71-43-2)CA64-17-530d

n-Hexane (CAS 110-54-3)




