




In case of fire and/or explosion do not breathe fumes. Do not extinguish a leaking gas fire unless
leak can be stopped.  In case of fire: Stop leak if safe to do so. Do not move cargo or vehicle if
cargo has been exposed to heat. If tank, rail car or tank truck is involved in a fire, ISOLATE for 800
meters (1/2 mile) in all directions; also consider initial evacuation for 800 meters (1/2 mile) in all
directions. ALWAYS stay away from tanks engulfed in flame. Move containers from fire area if you
can do so without risk. Do not direct water at source of leak or safety devices as icing may occur.
Use water spray to cool unopened containers. Withdraw immediately in case of rising sound from
venting safety device or any discoloration of tanks due to fire. For massive fire in cargo area, use
unmanned hose holder or monitor nozzles, if possible. If not, withdraw and let fire burn out.

Fire fighting
equipment/instructions

Use standard firefighting procedures and consider the hazards of other involved materials. Cool
containers exposed to flames with water until well after the fire is out.

Specific methods

Extremely flammable gas. ContghtsssidepdursufirePdursufizened containng mar expdUsehenol



US. OSHA Table Z-1 Limits for Air Contaminants (29 CFR 1910.1000)
ValueComponents Type

1000 ppm

PEL 1800 mg/m3Propane (CAS 74-98-6)

1000 ppm

US. ACGIH Threshold Limit Values
ValueComponents Type

TWA 1000 ppm2-Methylbutane (CAS
78-78-4)

STEL 1000 ppmButane (CAS 106-97-8)

STEL 1000 ppmIsobutane (CAS 75-28-5)

TWA 50 ppmn-Hexane (CAS 110-54-3)

TWA 1000 ppmPentane (CAS 109-66-0)

US. NIOSH: Pocket Guide to Chemical Hazards

Value

78-78-4)
PELValue

PELValueCAS 75-28-5)



Skin protection
Wear appropriate chemical resistant clothing.Other

Use a positive-pressure air-supplied respirator if there is any potential for an uncontrolled release,



 1  Toxicological informationInformation on likely routes of exposure

InhalationSuffocation (asphyxiant) hazard - if allowed to accumulate to concentrations that reduce oxygen
below safe breathing levels. Prolonged inhalation may be harmful.



IARC Monographs. Overall Evaluation of Carcinogenicity

Not listed.
NTP Report on Carcinogens

Not listed.
OSHA Specifically Regulated Substances (29 CFR 1910.1001-1053)

Not listed.





Propane (CAS 74-98-6) Listed.
SARA 304 Emergency release notification

Not regulated.
OSHA Specifically Regulated Substances (29 CFR 1910.1001-1053)

Not listed.



n-Hexane (CAS 110-54-3)
Pentane (CAS 109-66-0)
Propane (CAS 74-98-6)

US. Rhode Island RTK

Butane (CAS 106-97-8)
Ethane (CAS 74-84-0)
Methane (CAS 74-82-8)
n-Hexane (CAS 110-54-3)
Pentane (CAS 109-66-0)
Propane (CAS 74-98-6)

California Proposition 65
This product can expose you to n-Hexane, which is known to the State of California to cause birth
defects or other reproductive harm. For more information go to www.P65Warnings.ca.gov.

WARNING:

California Proposition 65 - CRT: Listed date/Male reproductive toxin

n-Hexane (CAS 110-54-3) Listed: December 15, 2017
US. California. Candidate Chemicals List. Safer Consumer Products Regulations (Cal. Code Regs, tit. 22, 69502.3,
subd. (a))

2-Methylbutane (CAS 78-78-4)
Butane (CAS 106-97-8)
Isobutane (CAS 75-28-5)
n-Hexane (CAS 110-54-3)

International Inventories

Country(s) or region Inventory 




